
FOR NOTES - SEE ADJACENT
DETAIL /11 A0511

3" RADIUS
CORNER

3" RADIUS
CORNER

3/4" x 3/4" PAINTED STEEL
BAR PICKETS BELOW TOP
RAIL

FACE OF RISER NOSING
SEE PLAN

HANDRAIL SUPPORT TYP. @
POSTS

1 1/2" DIA. PNT MTL
HANDRAIL, TYP.

3/4" THICK PAINTED STEEL VERTICAL
POST - MATCH WIDTH OF BOTTOM
AND TOP RAIL

1 1/2"

EDGE OF STEP/ FACE OF
STRINGER

FACE OF RISER NOSING
SEE PLAN

EDGE OF SLAB WHERE
OCCURS

PROVIDE # OF BALUSTERS
AS REQUIRED SO THAT
SPACE BETWEEN DOES
NOT EXCEED 4"

SEE PLAN

3/4" THICK  BAR STOCK TOP
RAIL AND BOTTOM RAIL

EQ EQ EQ

SEE DETAIL AT STRINGERS

05 1200
STRINGER

STAIR WIDTH
NOTED ON PLAN

09 2216
PROVIDE 1 1/2" 20 GA. ZEE CLIPS AT
BOTTOM OF BEAM - AT 16" O.C. TO
EXTEND BEYOND DEPTH OF
FIREPROOFING.  SECURE 2 1/2"
STUD BRACES TO

051200
STRUCTURAL STEEL
EDGE BEAM.
SEE STRUCTURAL.

FIREPROOFING

FIRE RATED PARTITION
TYPE NOTED ON PLANS

09 2216 / 09 2900
2 1/2" STUD BRACES @ 16" O.C. W/
GYP BOARD TO CONTINUE FIRE
RATING TO FIREPROOFING

FIRE RATED PARTITION
TYPE NOTED ON PLANS

FLOOR LEVEL

09 2216 / 09 2900 GYP
BOARD CONTROL JOINT
AND DEFLECTION HEAD
-  ALIGN W/ BOTTOM OF
SLAB

MIN.

2"1 TREAD

1' - 0"

3
' -

 0
"

ALIGN WALL MOUNTING
BRACKETS TO THE RAIL
BRACKETS ON THE
OPPOSITE SIDE OF THE
STAIR

3/ A0511

TYP.

6/ A0511

TYP.

A0511

7
TYP

A0511

7
TYP

TYP. 3/4" X 1/4" PTD
STEEL PLATE WALL
HANDRAIL  BRACKET

MIN.

2"

FLOOR FINISH AS INDICATED
ON FINISH PLANS

05 5113
CHANNEL STRINGER -

05 5113
CONC. FILLED METAL PAN
TREADS W/ SMOOTH SLOPED
RISERS AS SHOWN

2
"

R
IS

E
R

 H
E

IG
H

T

11" TREAD U.N.O.

3"

3
' -

 0
"

3
' -

 6
"

O.C.

4 1/2" MAX.

EQ. SPACES OF MAX 4 1/2" O.C.

3
' -

 0
"

3
' -

 6
"

05 5113 3/4" THICK BAR
STOCK VERTICALS AND TOP
RAIL
- MATCH WIDTH OF TOP &
BOTTOM BARS

EDGE OF NOSING

WIDTH

TREAD

NOSING

1"

STEEL GUARDRAIL / HANDRAIL
FOR STAIR RUN

3/4" x 3/4" PAINTED STEEL BAR
PICKETS

PTD STEEL BAR
STOCK POST

STRINGER BELOW/
TOP RAIL ABOVE

PTD STEEL PIPE HANDRAIL

STRINGER

2
"

CONTINUE STRINGER AT
LANDINGS
- SEE

1 1/2"1 1/2"

3" RADIUS

MOUNT RAIL
BRACKET TO

BAR STOCK
VERTICAL

4/ A0511

A0511

5
TYP.

11/ A0511

TYP.

STRINGER BEYOND

ANGLE EMBED AT EDGE
OF SLAB FOR
ATTACHING GUARDRAIL

TOP LANDING FLUSH W/
STRUCTURAL SLAB.

3
" 

M
IN

.

051200
STRUCTURAL STEEL
EDGE BEAM

FIREPROOFING WHERE
INDICATED ON CODE
COMPLIANCE SHEETS

STAIR FRAMING

CONTINUE STRINGERS @ FLOOR
LEVEL LANDINGS AND AT
INTERMEDIATE LANDINGS

EDGE OF SLAB AT FLOOR
LEVEL LANDINGS

STRINGER

MITER CORNERS

ALIGN TOPS

1 1/2"

WELD

05 5113 HANDRAIL
1 1/2" O.D. PAINTED
STEEL PIPE HANDRAIL

2
"

3
"

05 5113 3/4" WIDE x
1/4" THICK STEEL
PLATE PAINTED
STEEL HANDRAIL
WALL BRACKET

2
'-
1
0
"
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O
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METAL
PLATE
BACKING

1/2"

1 1/2"

HANDRAIL

6/ A0511

TYP.

CMU OR GYP BOARD
METALS STUD PARTITON -
SEE PLAN

A
B

O
V

E
 L

A
N

D
IN

G
 /
 A

B
O

V
E

 N
O

S
IN

G

3
' -

 6
"

3
' -

 0
"

05 5113 3/4"
THICK MIN.
PAINTED STEEL
BAR

05 5113 1 1/2" O.D.
PAINTED STEEL PIPE
HANDRAIL

05 5113 3/4" x 3/4"
PAINTED STEEL
BAR PICKETS

3/4" THICK MIN.
PAINTED STEEL
BAR - MATCH
WIDTH OF TOP
BAR

TOP OF LANDING

1 1/2"

05 5113 3/4"  x 1/4"
THICK  PAINTED PLATE
STEEL HANDRAIL
BRACKET MOUNT TO
BAR STOCK VERTICAL

.

WIDTH SHALL
NOT EXCEED TOP
OF STRINGER
DIMENSION

A
L
IG

N

05 5113 3/4" THICK
MIN. PAINTED STEEL
BAR STOCK VERTICAL

05 5113
PAINTED STL.
STRINGER

STAIR WIDTH

NOTED ON PLAN

2
"

3
"

3
"

CHANNEL STRINGER:  12"
DEEP MAX AT STAIR 4.

1/2" -  3/4"

CMU OR GYP BOARD
METALS STUD PARTITON -
SEE PLAN

TOP OF FLOOR/
LANDING AT
FLOOR LEVEL

A
L
IG

N

05 5113 PAINTED STL.
STRINGER

REFER TO TYP.
GUARDRAIL DETAIL
11/ A0511 FOR NOTES

09 2900 / 09 2216 - FASCIA :
GYP. BOARD OVER 3-5/8"
METAL STUDS AT 16" O.C.

09 2216 2 1/2" STUD
KICKERS AT 48" O.C.

09 2900 / 09 2116 GYP.
BOARD CEILING

1/4" REVEAL.  BASIS OF
DESIGN - GORDON 200
SERIES.

ALIGN.

1 1/2"  x 3/4"  PAINTED
STEEL BAR STOCK
VERTICAL @ APPROX.
3'-0" O.C., UNO.

3
'-
6
".

FLOOR LEVEL

(PROTECTIVE RAILING)

EMBEDDED SLEEVES

1 1/2"  X 3/4" STEEL
BAR TOP RAIL
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No. Description Date

William Tao & Associates, Inc
MEP/FP Engineer

7955 Manchester Road, Suite 125
St. Louis, MO 63143

314-884-7600

David Mason & Associates, Inc
Structural & Civil Engineer

800 South Vandeventer Avenue
St. Louis, MO  63110

314.534.1053

Faith Group
Technology

3101 S. Hanley Rd, Suite 100
St. Louis, MO 63143

314.991.2228

Kuhlmann Leavitt, Inc.
Environmental Graphics & Signage

7400 Pershing Ave
St. Louis, MO 63130

314.725.6616

KWA Architects
Architecture

9721 Litzinger Road
St. Louis, MO 63124

314.962.2560

Spellman Brady & Company
Interior Designer

8251 Maryland Avenue, Suite 300
St. Louis, MO 63105

314.862.0070

SWT Design
Landscape Architect
7722 Big Bend Blvd
St. Louis, MO 63119

314.644.5700

Webb Engineering Services, Inc.
Plumbing & Fire Protection

1400 S. 3rd Street, Suite 201
St. Louis, MO 63104

314.588.0600

Webster University
Interdisciplinary Science

Building

04561.01

1100 Clark Avenue
St. Louis, Missouri 63102

 T: 314.241.6250
F: 314.241.2570
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A0511

STAIR DETAILS (TYP)

 1 1/2" = 1'-0"
14

TYP. GUARDRAIL / HANDRAIL

 3" = 1'-0"
10

TYP. HANDRAIL INNER CORNER DETAIL
 3" = 1'-0"

9
TYP. HANDRAIL OUTER CORNER DETAIL

 1 1/2" = 1'-0"
8

PLAN DETAIL AT STAIR  LANDING

 1 1/2" = 1'-0"
13

STAIR PARTITION DETAIL AT FLOOR LEVEL

 1 1/2" = 1'-0"
2

TYP. WALL MOUNTED HANDRAIL RELATIONSHIP TO STAIR

 3" = 1'-0"
5

TYPICAL RISER DETAIL
 1 1/2" = 1'-0"

1
TYP. STAIR INTERMEDIATE LANDING

 1 1/2" = 1'-0"
12

TYP. STAIR LANDING INFILL

 1 1/2" = 1'-0"
4

TYP. STRINGER DETAIL @ LANDING

 1 1/2" = 1'-0"
6

TYP. WALL MOUNTED HANDRAIL

 1 1/2" = 1'-0"
7

TYP. HANDRAIL RETURN AT WALL

 1 1/2" = 1'-0"
11

TYP. GUARDRAIL W/ HANDRAIL

 1 1/2" = 1'-0"
3

TYP. STRINGER TO WALL

 1 1/2" = 1'-0"
15

GUARDRAIL AT FLOOR

 1 1/2" = 1'-0"
16

LOW HEADROOM PROTECTION RAIL


